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To the requirements of
C22.2 NO. 126.1

Metal cable trays and associated fittings

Models Type Material Max Load (kg/m) Class Support Span (m)

Cat No BA Single Rail Aluminum 97 C 3



Cat No BA Single Rail Aluminum 179 D 3

Cat No BWRA Single Rail Aluminum 97 C 3

Cat No TA Single Rail Aluminum 97 C 3

Cat No TA Single Rail Aluminum 179 D 3

Cat No WRA Single Rail Aluminum 97 C 3

Cat No AxBB Ladder Aluminum 97 C 3

Cat No AxCA Ladder Aluminum 67 D 6

Cat No AxE Ladder Aluminum 112 E 6

Cat No AxEA Ladder Aluminum 67 D 6

Cat No AxE-NV Solid Aluminum 112 E 6

Cat No AxE-VENT Ventilated Aluminum 112 E 6

Cat No AxICC Ladder Aluminum 112 E 6

Cat No AxIEB Ladder Aluminum 112 E 6

Cat No AJB Vent. Trough Aluminum 97 C 3

Cat No ASJB Solid Aluminum 179 D1 3

Cat No ASYA Solid Aluminum 67 D 6

Cat No AYA Ventilated Aluminum 67 D 6

Cat No PJ Vent. Trough Steel 97 C 3

Cat No PSJ Solid Trough Steel 97 C 3

Cat No PxJ Ladder Steel 97 C 3

Cat No PSY Solid Steel 67 D 6

Cat No PY Ventilated Steel 67 D 6

Cat No SJ Vent. Trough Steel 97 C 3

Cat No SxC Ladder Steel 67 D 6

Cat No SxEB Ladder Steel 67 D 6

Cat No SxEC Ladder Steel 112 E 6

Cat No SxJ Ladder Steel 97 C 3

Cat No SSJ Solid Trough Steel 97 C 3

Cat No SSY Solid Steel 67 D 6

Cat No SY Ventilated Steel 67 D 6
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Cat No A12JB Ladder Aluminum 97 C 3

Cat No A12YA Ladder Aluminum 67 D 6

Cat No SXM Ladder Steel 67 D 6

Cat No SXMD Ladder Steel 67 D 6

Cat No S12M Ladder Steel 179 D1 3

Cat No S12MD Ladder Steel 266 D1 3

Cat No WB Wire Basket Steel 179 D 3

Notes:

Installation to be in accordance with Part I of The Canadian Electrical Code.
Suffixes may be added to the Cat No to denote length and width of tray.
"x" denotes rung spacing.
Steel trays are hot-dipped galvanized after fabrication.
Cat Nos AxE-VENT and AxE-NV may be provided with a ventilated and respectively a non-ventilated
cover.  The max allowable load of these Cat Nos. is the rated load less the weight of the ventilated
/non-ventillated bottom cover, the cable support blocks and of the optional ventilated/non-ventilated
cover.

To the requirements of
CAN/CSA-C22.2 NO. 126.2

Nonmetallic cable tray systems and associated fittings

Models Type Material Max Load (kg) Class Support Span (m)

Cat No FpxXC Ladder Fiberglass 112 E 6

Cat No FpxJC Ladder Fiberglass 97 C 3

Notes:

Installation to be in accordance with Part I of The Canadian Electrical Code.
Suffixes may be added to the Cat No to denote length and width of tray.
"x" denotes rung spacing.
Steel trays are hot-dipped galvanized after fabrication.
Cat Nos AxE-VENT and AxE-NV may be provided with a ventilated and respectively a non-ventilated
cover.  The max allowable load of these Cat Nos. is the rated load less the weight of the ventilated
/non-ventillated bottom cover, the cable support blocks and of the optional ventilated/non-ventilated
cover.

Models Material Support Span (m) Load Class

Cat No A ( ) L Aluminum 3 C1



Cat No A ( ) L Aluminum 3 D1

Cat No A ( ) WL Aluminum 3 C1

Cat No A ( ) T Aluminum 3 C1

Cat No A ( ) T Aluminum 3 D1

Cat No A ( ) WT Aluminum 3 C1

/lb

Legacy File

June 17, 2010(Replaces:October 11, 2007)

TO THE REQUIREMENTS OF C22.2 NO. 126.1

Metal cable trays and associated fittings:

Cat No Type Material Max Load
(kg/m)

Class
Designation

Support
Span (m)

BA Single Rail Aluminum 97 C 3
BA Single Rail Aluminum 179 D 3
BWRA Single Rail Aluminum 97 C 3
TA Single Rail Aluminum 97  C 3
TA Single Rail Aluminum 179 D 3
WRA Single Rail Aluminum 97  C 3
AxBB Ladder Aluminum 97 C 3
AxCA Ladder Aluminum 67 D 6
AxE Ladder Aluminum 112 E 6
AxEA Ladder Aluminum 67 D 6
AxE-NV Solid Aluminum 112 E 6
AxE-VENT Ventilated Aluminum 112 E 6
AxICC Ladder Aluminum 112 E 6
AxIEB Ladder Aluminum 112 E 6
AJB Vent. Trough Aluminum 97 C 3
ASJB Solid Aluminum 179 D1 3
ASYA Solid Aluminum 67 D 6
AYA Ventilated Aluminum 67 D 6
PJ Vent. Trough Steel 97 C 3
PSJ Solid Trough Steel 97 C 3
PxJ Ladder Steel 97 C 3
PSY Solid Steel 67 D 6
PY Ventilated Steel 67 D 6
SJ Vent. Trough Steel 97 C 3
SxC Ladder Steel 67 D 6
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SxEB Ladder Steel 67 D 6
SxEC Ladder Steel 112 E 6
SxJ Ladder Steel 97 C 3
SSJ Solid Trough Steel 97 C 3
SSY Solid  Steel 67 D 6
SY Ventilated Steel 67 D 6
A12JB Ladder Aluminum 97 C 3
A12YA Ladder Aluminum 67 D 6
SXM Ladder Steel 67 D 6
SXMD Ladder Steel 67 D 6
S12M Ladder Steel 179 D1 3
S12MD Ladder Steel 266 D1 3
WB Wire Basket Steel 179 D 3

TO THE REQUIREMENTS OF C22.2 NO. 126.2

Non-metallic cable tray systems and associated fittings:

Cat No Type Material Max Load
(kg)

Class
Designation

Support
Span(m)

FpxXC Ladder Fiberglass 112 E 6
FpxJC Ladder Fiberflass 97 C 3

Notes:

Installation to be in accordance with Part I of The Canadian Electrical Code.
Suffixes may be added to the Cat No to denote length and width of tray.
"x" denotes rung spacing.
Steel trays are hot-dipped galvanized after fabrication.
Cat Nos AxE-VENT and AxE-NV may be provided with a ventilated and respectively a non-ventilated
cover.  The max allowable load of these Cat Nos. is the rated load less the weight of the ventilated
/non-ventillated bottom cover, the cable support blocks and of the optional ventilated/non-ventilated
cover.

Cat No Material Load Class Support Span
A ( ) L Aluminum C1 3m
A ( ) L Aluminum D1 3m
A ( ) WL Aluminum C1 3m
A ( ) T Aluminum C1 3m
A ( ) T Aluminum D1 3m
A ( ) WT Aluminum C1 3m

/lb


